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IN THE CLAIMS 

The following listing of claims will replace all prior versions, and listing of claims in the 
application: 

1. (Currently amended): A driving device for a module, comprising: 
a rigid component; 

a first rigid frame fixed to one side of the rigid component : 

a second rigid frame fixed to another side of the rigid component ; 

an active gear wheel dispos e d fixed on said first rigid frame; 

a passive gear wheel dispos e d fixed on said second rigid frame; 

a driving belt comprising a strain-controlling apparatus installed therein for adjusting a 
suitable tension to engaged with said active gear wheel and said passive gear wheel^aad. 

a rigid compon e nt conn e cting said first rigid frame and said second rigid frame; 

wh e r e in said rigid compon e nt pr e v e nts r e lativ e displac e m e nt b e tw ee n said first rigid 
fram e and said s e cond rigid fram e so that th e r e is no r e lativ e displac e m e nt betw ee n said activ e 
g e ar wh ee l and said passiv e g e ar wheel. 

2. (Currently amended): The driving device of claim 1, wherein said module movably 
connects to said rigid component. 

3. (Currently amended): The driving device of claim 1, wherein said rigid component 
prevents relative displacement between said first rigid frame and said second rigid frame so that 
there is no relative displacement between said active gear wheel and said passive gear wheel. 
furth e r compris e s: a strain controlling apparatus install e d on said driving b e lt to allow said 
driving b e lt b e ing e ngag e d with said activ e g e ar wh ee l and said passiv e g e ar wh ee l with suitabl e 
t e nsion. 

4-5. (Canceled) 

6. (Currently amended): The driving device of claim [[3,]] L wherein said strain- 
controlling apparatus [[is]] comprises a spring. 

7-8. (Canceled) 
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9. (Original): The driving device of claim 1, wherein said module is a scanning module 
for scanning an image. 

10. (New): A scanning module comprising: 
a driving device for the module; 

wherein said driving device further comprises: 
a rigid component; 

a first rigid frame fixed one side of the rigid component; 

a second rigid frame fixed another side of the rigid component; 

an active gear wheel fixed on said first rigid frame; 

a passive gear wheel fixed on said second rigid frame; and 

a driving belt having a strain-controlling apparatus installed therein for adjusting a 
suitable tension to engage with said active gear wheel and said passive gear wheel. 

11. (New): The scanning device according to claim 10, comprising a multiple function 
peripheral wherein the scanning device is mounted. 

12. (New): A device for driving a movable scanning module to scan over a scanning area 
of a plastic scanner body, the driving device comprising: 

a rigid unit further comprising an elongated rigid metal component extending parallel to a 
scanning direction of the module, a first rigid frame mounted on the plastic scanner body and 
attached to a first end of the rigid component, and a second rigid frame mounted on the plastic 
scanner body and attached to a second end of the rigid component; 

an active gear wheel fixedly mounted on the first rigid frame; 

a passive gear wheel fixedly mounted on the second rigid frame; and 

a driving belt engaged with said active gear wheel and said passive gear wheel. 

13. (New): The device of claim 12, wherein the elongated rigid component comprises a guiding 

track for guiding the scanning module. 
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